
      
 
 
 

       
 

1) The right side label (fuses 7-12) have the year of the car marked on one end.  Find the label that 
matches your car and install it in the cover*.  The left side label is the same for all years. 

2) Disconnect the battery negative terminal. 

3) Slide the driver's seat all the way back or remove from car if desired for more working room. 

4) Remove the two screws that attach the original fuse box plate to the body under the left side of 
the dash.  Do not confuse these screws with the fuse holder-to-plate screws in-line with the 
fuses.  

5) Drop the fuse panel down and note which fuses have multiple spade connections.  Some wires 
are terminated with piggyback spade connectors, disregard these for this step. 

6) Holding the new fuse panel in the same orientation as the old (note the corner notch in the 
plate), install the included piggyback/splitter connectors onto the appropriate fuses from step 4. 

7) Tie or tape and label each wire(s) on each of the fuses and remove from the old fuse box - you 
did disconnect the battery, didn't you? 

8)  Use a blunt screwdriver the push the rubber relay holders out from the plate. 

9) Remove the old panel from the car and check for any wire damage and repair while you have 
access. 

10) Attach the wires to the new fuse box.  The harness may need to be manipulated, pushed, pulled 
and reshaped to get the wires into proper position for attachment.  

11) Push the relay holders into the new plate. 

12) Reinstall the plate being very careful not to pinch wires between the mounting brackets and the 
plate.  It is easy to cross-thread the screws, so take your time. 

 
 

Fuses are standard ATO, so replacements are easy to find anywhere. 
 

 
*The fuse ratings may not match the factory ratings in your owner's manual.  JWest Engineering 
performed extensive research and testing of all the variations of fuse rating for the 914.  We found that 
the early car's 25 amp fused circuits were actually less loaded than the later 16 amp circuits, so it is 
safer to use the lower ratings we provide.  The 7.5 and 15 amp fuses we use coincide with the 8 and 16 
amp factory ratings - these are not highly accurate ratings so they can be considered to be equivalent. 
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This product comes with no warranties of any kind, including warranty of fitness for intended purpose.  The user 
assumes all risk of property damage and/or personal injury arising from the use of this product.  Any liability on the 
part of the manufacturer and/or seller of this product is expressly limited to replacement of the product. 
 

 

 


