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Removal: 
 
1. Remove the shift coupler to transmission input shaft bolt (accessed from under 

the car). 
2. Remove the coupler cover plate and unbolt the coupler from the shift rod.  This 

is a great time to replace shifter bushings also, if doing so, removing the shift 
rod from the shifter mechanism will give more access to the coupler bolts.  

3. Remove the shift coupler assembly from the car. 
4. Grind or drill the deformed portion of the rivets holding the rubber to the 

coupler.  We like to use an abrasive cutoff wheel to grind the rivet head flush to 
the aluminum coupler and then drive out the rivet with a punch. 
  

 Installation: 
 

5. Pass the included bolts through the holes with the metal bushings in the JWest 
coupler putting the flat washers under the heads of the bolts.  Position onto the 
aluminum part, passing the bolts through the holes which were previously 
riveted. 

6. Install the serrated washers and nuts and tighten fully against the metal 
bushings. You should have flat washers touching the JWest coupler and 
serrated washers touching the aluminum part. 

7. Position the shoulder bolts through the large aluminum holes and through the 
JWest coupler. NOTE: the shoulder bolts will be loose in the aluminum, this is 
by design. 

8. Install the coupler onto the shift rod, install the original nuts onto the shoulder 
bolts, and tighten securely.  You will see an air gap between the bolt heads 
and the aluminum coupler after the bolts are tight, this is expected and correct 

9. Position the coupler back onto the shift rod and reinstall the bolt from under the 
car. 

 
 

Enjoy increased shifting precision! 
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